
MIXERGY CUBE
150 L

Product Variant 150L

Nominal capacity 150 L

Standing heat loss 1.12 kWh/24h

ERP rating B
Max. permissible storage water temper-
ature 60°C

Heat-up time (23–60°C) 117 mins

Reheat time (0–30% SOC @ 60°C) 30 mins

Reheat time (0–50% SOC @ 60°C) 60 mins

Reheat time (0–70% SOC @ 60°C) 70 mins

Reheat time (0–100% SOC @ 60°C) 102 mins

Hot water delivered at 100% SOC 	 194 L (inlet 23°C)
Hot water delivered at 70% SOC 87 L
Hot water delivered at 50% SOC 60 L

Hot water delivered at 30% SOC 16 L

Width 520 mm

Depth 585 mm

Height (including fittings) 1315 mm

Clearances (W / D / H) 100 / 50 / 475 mm

Weight empty 36 kg

Weight full 188 kg

Primary connections 22 mm compression

Overfill pipe connection G ¾"

Electrical requirement 16A, 230–240V, 1.5 mm² CSA

Immersion heater 3kW and 2kW dual immersion 
(factory fitted)

DHW coil max operating pressure 3 bar

Minimum recommended mains flow 10 L/min at 1 bar dynamic

TMV range 30–65°C (supplied at position 4, 
nominally 44°C)
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